
Performance Deciaration

CE
Nr: 281 4/CPR/GBG0002O13

TIBNOR

Product/objectlserial number:

Area of use: Bearing paris made of steel as a bearing in all
types of construction.

Manufacturer: Tibnor AB
Sundbybergsvägen 1
171 73 Stockholm

Attestation system: 2+
Certifying body: LRQA Verification B.V

George Hintzenweg 77, 3068 AX,
N etherlands

Certifying body No: 2814
LRQA Sweden AB has carried out an initial review and evaluation of production control,
continuous surveillance of the production control and thereby issued certificate for production
control (FPC) with nr 281 4/CPR/GBG0002O13

Essential characteristics Performance Harmonized standard

Included products As per delivery note and invoice EN 1090—1 :2009+A1 :201 1
Toleranser för mått och form As per EN 1 090-2 alt EN 1 090- EN 1 090—1 :2009+A1 :201 1

3, function tolerance class 1
Svetsbarhet As per appropriate EN-standard EN 1 090—1 :2009+A1 :201 1
Brottseghet / Slaghållfasthet As per appropriate EN-standard EN 1090—1 :2009+A1 :201 1
Brandmotstånd NPD EN 1090—1:2009+A1:2011
Bärförmåga NPD EN 1 090—1 :2009+A1 :201 1
Tillverkningsutförande NPD or as per order confirm. EN 1090—1 :2009+A1 :201 1
Utmattningshållfasthet NPD EN 1090—1 :2009+A1 :201 1
Deformation 1 bruksgränstillstånd NPD EN 1090—1 :2009+A1 :201 1
Reaktion vid brandpåverkan Material class Al EN 1 090—1 :2009+Al :201 1
Farliga ämnen NPD EN 1090—1 :2009+Al :201 1
Beständighet Any surface treatment as per EN 1090—1 :2009+A1 :201 1

delivery note and invoice.
Sand blasting: SA 2,5 and
painting as per EN 10238

The performance of the product identified above is in conformance wiih the performance identified
in the table above.

This declaration of performance is issued under the sole responsibility of Tibnor AB. Signed on
behalf of the manufacturer by:

Fredrik Haglund, VD
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